
TubuLED -LED T8

Features and Benefits

Commercial Residential
•	 Offices   
•	 Schools
•	 Hospitals  

•	 Retirement Homes
•	 Courthouses
•	 Dental Offices

Tel: (877) 261-8856 • Fax: (866) 611-BULB (2852) • sales@dlulighting.com
www.dlulighting.com

•	 No Flicker :	 Soft & consistent light doesn’t cause eye discomfort

•	 50,000 Hours :	 Long Life will reduce maintenance cost

•	 Direct Voltage :	 120V/277V Direct connect to your AC 
		  Source eliminates additional ballast

•	 Energy saving :	 Much lower power consumption 
		  compared to a traditional fluorescent

•	 5 Year Warranty :	 Guaranteed to last 5 years

•	 UL Certified :	 UL listed and safe to use

•	 DLC Listed :	 Design Lights Consortium and utility rebate approved *

•	 Variety of colors :	 Available in 3000K, 4000K, 5000K, 6000K

•	 Variety of Sizes:	 2FT, 3FT, 4Ft, 5Ft, 8Ft *

•	 Variety of Configurations :	 Available in 2-pin or single-pin

Energy Conservation should always be a high priority when choosing the appropri-
ate office lighting. But of equal importance is eye comfort—and fluorescent bulbs 
are known to be less than gentle on the human eye. This particular type of eye dis-
comfort is caused by a “flicker” that a fluorescent bulb delivers during the electron 
and mercury crash process. However, there is a solution—a bulb that saves energy 
and does not strain the eyes: The new, no-flicker TubuLED T8. The TubuLED T8 was 
designed especially for the workplace with both energy savings and employee com-
fort in mind—a winning combination that results in increased productivity.

The European Difference
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Colorimetric Data

	Watts	 Code	 Description	 Volts AC	 Length	 Color Temperature	 CRI	 Lumens	 Life

	 18	 DT8-18-3	 LED T8 4Ft 18W 3K	 100-277	 48”	 3000K	 82	 1860	 50000 Hrs	
	 18	 DT8-18-4	 LED T8 4Ft 18W 4K	 100-277	 48”	 4000K	 82	 1890	 50000 Hrs
	 18	 DT8-18-5	 LED T8 4Ft 18W 5K	 100-277	 48”	 5000K	 82	 1920	 50000 Hrs
	 18	 DT8-18-6	 LED T8 4FT 18W 6K	 100-277	 48”	 6000K	 82	 1950	 50000 Hrs
	 15	 DT8-15-3	 LED DT8 3Ft 15W 3K	 100-277	 36”	 3000K	 82	 1220	 50000 Hrs
	 15	 DT8-15-4	 LED DT8 3Ft 15W 4K	 100-277	 36”	 4000K	 82	 1350	 50000 Hrs
	 15	 DT8-15-5	 LED DT8 3Ft 15W 5K	 100-277	 36”	 5000K	 82	 1390	 50000 Hrs
	 15	 DT8-15-6	 LED T8 3FT 15W 6K	 100-277	 36”	 6000K	 82	 1400	 50000 Hrs
	 10	 DT8-10-3	 LED T8 2Ft 10W 3K	 100-277	 24”	 3000K	 82	 910	 50000 Hrs
	 10	 DT8-10-4	 LED T8 2Ft 10W 4K	 100-277	 24”	 4000K	 82	 1080	 50000 Hrs
	 10	 DT8-10-5	 LED T8 2Ft 10W 5K	 100-277	 24”	 5000K	 82	 1080	 50000 Hrs
	 10	 DT8-10-6	 LED T8 2Fr 10W 6K	 100-277	 24”	 6000K	 82	 1100	 50000 Hrs
	 26	 DT8-26-3	 LED T8 5Ft 26W 3K	 100-277	 60”	 3000K	 82	 2310	 50000 Hrs
	 26	 DT8-26-4	 LED T8 5Ft 26W 4K	 100-277	 60”	 4000K	 82	 2610	 50000 Hrs
	 26	 DT8-26-5	 LED T8 5Ft 26W 5K	 100-277	 60”	 5000K	 82	 2610	 50000 Hrs
	 26	 DT8-26-6	 LED T8-5FT 26W 6K	 100-277	 60”	 6000K	 82	 2630	 50000 Hrs
	 36	 DT8-36-3	 LED T8 8Ft 36W 3K	 100-277	 96”	 3000K	 82	 2960	 50000 Hrs
	 36	 DT8-36-4	 LED T8 8Ft 36W 4K	 100-277	 96”	 4000K	 82	 3360	 50000 Hrs
	 36	 DT8-36-5	 LED T8 8Ft 36W 5K	 100-277	 96”	 5000K	 82	 3360	 50000 Hrs
	 36	 DT8-36-6	 LED T8 8FT 36W 6K	 100-277	 96”	 6000K	 82	 3400	 50000 Hrs
	 44	 DT8-44-3	 LED T8 8Ft 44W 3K	 100-277	 96”	 3000K	 82	 3640	 50000 Hrs
	 44	 DT8-44-4	 LED T8 8Ft 44W 4K	 100-277	 96”	 4000K	 82	 4420	 50000 Hrs
	 44	 DT8-44-5	 LED T8 8Ft 44W 5K	 100-277	 96”	 5000K	 82	 4420	 50000 Hrs
	 44	 DT8-44-6	 LED T8 8FT 44W 6K	 100-277	 96”	 6000K	 82	 4450	 50000 Hrs	
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